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SYSTEM FEATURES

Take full advantage of useful
features to enjoy comfort.

POWERFUL operation

You can get the maximum
performance in an operation
mode with the touch of a
button. (See page 23.)

CLEANING lamp

tells you when it is
time to clean the
air fiters. (See
page 24.)

Easy-to-remove
front grille

Cleaning is easy
with an easy-to-
remove front
grile. You can
even wash it
(See page 26.)
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B Read the following warnings and cautions
carefully before operating the system and use it
correctly.

@ This manual classifies the precautions to the
user into the following two categories. Be sure
to follow all as they are all important to ensure
safety.

B The following symbols are used in this manual.

Safety Precautions

( Failure to follow a warning is very )
iji WARN‘NG likely o result in such grave

consequences as death or serious
injury.

CAUTION

Failure to follow a caution may result
in serious injury or property damage,
and in certain conditions, may result
in a grave consequence. /

/® Never do.

0 Be sure to foliow the instructions. \

g Be sure to earth the air conditioner.

% Be sure to disconnect the power plug.

remote controiler) with a wet hand.

K Never touch the air conditioner (including the

Never cause the air conditioner (including the
&) remote controller) to get wet. -

B After reading this manual, keep itin a piace easily accessible to the user for future reference.

Do not attempt to extend the power
cord by joining it to another cord, or by
using an extension cord. Do not put
any other loads on the power supply
socket.

Failure to follow this will cause electric shocks,
abnormal heating or fire.

Do not damage or attempt to modify
the power cord. Do not use the cord in
a damaged state or tied in a bundie.

4&
/J\D

Applying a heavy welght heat or tension on the
power cord will damage Il |t causing electric shocks
or fire.

Do not expose your body to the cool
(or hot) air for a long time; do not cool
(or heat) the room too much.

It will affect your physical conditions and cause
Lheaith problems.

Do not put a finger, a rod or other
objects into the air outlet or inlet.

As the fan is rotating at a high speed, it will cause
injury.

o

3



Do not attempt to repair, relocate, modify | |

or reinstall the air conditioner by
yourself. i
(3
) L A
A

Incorrect work will cause electric shocks, fire etc. For
repairs and reinstallation, censult the shop where

you bought the air conditioner.

f anything abnormal such as a burning

smell

occurs, stop the operation
mmediately and turn tha breaker OFF.

\ g

OFF

Continued abnormal operation will cause troubles,
eleciric shocks, fire etc. If anyithing is abnormal,
consult the shop whers you bought the air

conditicner.
/

Do not use the air conditioner for
preservation purposes.

Do not use it for preserving precision instruments,
foods, plants, animals, works of fine ans etc.
Performance or quality may deteriorate and animal
or plant life may be shorter.

Do not operate the air conditioner with a

wet hand.
_ "ll
Q,
p
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It may cause an electric shock.

Ventilate the room from time to time.

using a burning

when
appliance in the same rcom.

Be careful especially

Insufficient  ventilaticn may cause shortage of

Before cleaning, be sure to stop the
operation and turn the breaker OFF.

As a fan is rotating at a high speed, cleaning during
operation may cause injury.

oxygen.

\.
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Safety Precautions

After a long use, check
the unit stand and fittings
for damage.

b

The unit may drop and cause
injury if damage is left unrepaired.

Do not stand or sit on the
outdoor unit. Do not place
any object on the unit.

The object or the person may fall
down or drop, causing injury.

moisture in the air may
during cooling operation,

Do not place under the
indoor or outdoor unit
anything which must be
kept away from moisture.

condensa and drip in certain conditions.

condensation may drip from the piping
connections.

Do not wash the unit with
water.

It may cause an electric shock.

Do not place a burning
appliance in places ex-
posed to the air flow from
the unit or under the
indoor unit.

It may cause incomplete combus-
tion or deformation of the unit
from heat.

Do not expose plants or
animals directly to the air
flow.

[t may cause adverse effects on
the plant or the animal.

Do not place a vessel
containing water on the
unit.

Water may penetrate into the unit
and degrade electrical insulations,
resuiting in an electric shock.

Do not connect the air
conditioner to a power
supply different from the
specification.

It may causa troubles or fire.

Do not block air inlets nor
outlets.

lmpaired air flow may result in
insufficient performance or
troubles.

_/




(Installation )

Do not attempt 1o
install the air condi-
tioner by yourself.

Consuit the service
shop or a qualified
technician.

Incorrect work will result in
water leakage, electric shocks
or fire. For installation, consuit
the service shop where you
bought the unit or a gqualified
technician.

\. S

The air conditioner must
be earthed.

Incomplete earthing may result in
glectric shocks.

Do not connect the earth line to a
gas pipe, water pipe, lightening
rod, or a telephcne earth line.

Depending on the environ-

ment, an earth leakage
breaker must be instalied,

Lack of an earth [eakage breaker
may result in electric shocks.

Do not install the air

conditioner in

leak.

If leaked gas should accumulate
near the unit, fire may occur.

places .
where flammable gas may -

Arrange the drain hose to
ensure smooth drainage.

Incomplete drainage may cause
wetting of the building, furniture

efc.
J

(Installation site)

B To instali the air conditioner in the following types of

environments, consuit the shop.

@ Places with an cily ambient or where steam or soot occurs.

wall

@ Salty environment such as coastal areas. Al

® Places where sulfide gas occurs such as hot springs.
@ Places where snow may block the cutdoor unit.
The drain frem the ouidoor unit must be discharged to a place

of good drainage.

outlet

Aplace with
gaod
ventilation

To pravent inter-
lerence, place it
al feast 1 m away.

(Consider nuisance to your neighbours from noises)

B For instaliation, choose a place as described below.
@ A place solid enough to bear the weight of the unit which does not amplify the operation noise or

vibration.

@For efficient operation, take as large
spaces around the unit as site allows.

® A place from where the air discharged from the outdoor unit or the operation roise will not annoy

your neighbours.

(Electrical work)

@ For power supply, be sure to use a separate power circuit dedicated to the air conditicner.

(System relocation )

® Relocating the air conditioner requires specialized knowledge and skills. Please consult the shop
where you bought the air conditioner if relocation is necessary for moving or remodeling.

6
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ames of Parts

(Air puritying filten) o
Air purifying filtars ara / Alr ln!et ‘
attached to the inside of Front ngIe)
the air filters.
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(( Louvre D (Air outlety

vertical blades Fla ]
The louvre is inside of (HOI‘IZOHtal blade)
the air outlet. {See page 18.)
{See page 20.)
- (Indicator lamps ) ‘ N

CLEANING lamp (red))

« Lights up when the air filters
need cleaning.
(See page 24.)

—

|
(OPERATION lamp (green))//@
TIMER lamp (yeliow))
(ON/QFF switch)/ (See page 21.)

)
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Refrigerant piping
and inter-unit cable

Z

Earth terminal:)

is inside of this part.

Drain hose
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/N CAUTION

Befcre opening the grille, be sure
to stop the operation and turn the
breaker OFF. If the power is on,
the fan may rotate inside and may
cause injury.

——Control panel)

How to open the front grille -

{ see page 24.)

~
CAUTION!
et
WIRING BETWEEN INDOOR
UNET AND QUTDOOR UNIT
SHOUED BF COMNECTED )
TO SAME NUMBER ON THE NING lamp
TERMINAL BLOCK CLEA on
reset bull
CLEANING @® Push thin button o
lamp off.
RESET
/_—/

(ON/OFF switch)

@ Push this buiton once to start
operation. Push once again to stop
it.

® The mode is set to COOL, the air
flow rate to AUTO and the
temperature to 22°C. (See page 17.)

@ This switch is wuseful when the
remote controller is missing.

Room temperature seﬂ@

@ senses the air temporature

Receiver:

@ receives
controller.
@ When the

around the unit,

from  the  remote

signals

unit receivey  signal, you will

hear a short beep.
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of Parts

 Remote controller

/

displays the /;/ W
current settings. : (y ONJOFF /
(in this illustration, each T
section is shown with all its it oo
displays ON for the pur- ~ A TEMP \°°°
pose of explanation.) TIME L
® oown b b—"""
-,
oot

(OFF TIMER buttorn)——___||| | &l &l

T -O | |OFF TIMER &
(ON TIMER buﬂon}\_hh% e ) | &2
(See page 22} M ON TIMER CANCEL
IR AN
00 00 @ @‘-——-___
2 {A) & FAN
(MODE selector buttorD\__\ Al
selects the operation mode. 1 e S 'E; - N —
(DRY/COOL/FAN) ] [*] \S
o &
—_ = (2 SWING

(SWING button)’// >

(See page 19.)




sends signals to the indoor unit.

ON/OFF button)

Press it once to start operation.
To stop it, press it once again.

TEMPERATURE/TIME adjustment
buttons

change the temperature or time setting.

_——(CLOCK button)
(See page 15.)

<TIMER CANCEL button)

cancels the timer setting.

" (FAN setting button)

selects the air flow rate setting.

h—"(POWERFUL buttorD
{See page 23.)

¢
5 You can operate these
7 three buttons with the
cover closed.
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_ ation Before Operation

B Setting the batteries 1 Press &= with a finger

Address switch

\.
poe @ ATTENTION N

About batteries

and slide the back cover to
take it off.

Position () and

© correctly! 2 Set two alkaline dry batter-

ies (LRO3).

3 Set the back cover as

before.

o This wilt cause the figures on the
display to flash. Set the clock at
this point.

-

e The address switch is used when )
two indoor units are to be installed
in a single room.

« [f there is only one indoor unit in
the room, it must be set to “17.

e To install two units in a single
room, consult the shop where you
boughtthe air conditioner.

Always replace two batteries at the same time. Replace them with new ones of an identical
type.

Do not use manganese dry batteries because it may cause a malfunction.

If you are not going to use the air conditioner for a long period, take out all the batteries.
Batteries should last for about a year under normal conditions. When you find the displays
urclear and signal communication often failing, replace them with new ones.

Batteries may be exhausted even before the recommended date of consumption printed on
them, if the air conditioner was manufactured many months ago.




B Operating the remote M To fix the remote
controller controlier holder
on the wall

@ To use the remote controller, aim
the transmitter at the indoor unit.
If there is anything to block 1 Choose a place from where
signals between the unit and the the signals reach the unit.
remote controller, such as a

curtain, the unit will not operate. =
2 Fix the holder to a wall, a 3
@ Do not drop the remote control- pillar, etc. with the screws S
ler. Do not get it wet. supplied with the holder. 58
‘ 50
@ The maximum distance for &

communication is about 7 m. 3 Fit the claw of the holder

into the bottom of the
remote controller, and push
the remote controller onto
the wall,

Remote controller
holder

« To remove, pull it upwards.

— ATTENTION \

About the remote controller

® Signal communication may be disabled if an electronic-starter-type fluorescent lamp (such as
inverter-type lamps) is in the room. Consuilt the service shop if that is the case.

@ If the remote contro! signals happen to operate another appliance, move that appliance to
somewhere else, or consult the service shop.




Before Operation

“Indoor unit _

B Setting the air cleaning filters

1 Open the front grille.

© Hold the grille by the tabs
on the two sides and lift it

until it stops with a click. T
(about 60°)

2 Pull out the air filters.

® Push upwards the tab at the center of
each air filter, then pull it down.

13
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3 Set the air purifying filters.

@ Attach an air purifying filter to each air
filter.

4 Set the air filters in their
original positions and close
the front grille.

@ Operation without air filters may
result in troubles as dust will
accumulate inside the indoor unit.

The front grille shouid lock at both sides
and at the two points in the middie. Push
the grille at the 4 points indicated by 1.

14
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Preparation Before Operation

B Setting the clock

() ONIOFF

AM
]
]

el @) flashes.
LN o

OFF TIMER D)

DOWN

to set the clock

ON TIMER CANCEL

Mm@ 7
e . .
Ll i Ly @ © ‘{0 the present time.

R FAN
]] I MODE ol
b [
A L T |

- & SWING

0O

<3 PONERRUL

@ Hoiding down (

8

up
rapidly increases or decreases the time
display.

\— _/

¢ flashes.

o Lo ]

-
Sy

(Now the clock is set.)

15



B Turn the breaker ON

@ Turning ON the breaker opens the
flap, then closes it again. (This is a
normal procedure.)

2
2
@
NOTE N ©
2 c
©.2
. . : 55
Tips for saving energy Please note $3
0O
® Be careful not to cool the room too much. @® The air conditioner always consumes 15
Keeping the temperature setling at a watts of electricity even while it is not
moderate level helps save energy. operating.
@®If you are not going to use the air
(Recommended temperature setting) conditioner for a long period, for example
‘ in spring or autumn, turn the breaker
For cooling: 26°C ~ 28°C OFF.
. @ Use the air conditioner in the following
@ Cover windows with a biind or a curtain. conditions.

Blocking sunlight and air from outdoors
increases the cooling effect.

® Clogged air filters cause inefficient
operation and waste energy. CLEANING
lamp tells you when the air filters need
cleaning. Clean them once in about
every two weeks.

Mode Operating conditions If operation is conttnued cut of this range:

Outdoor temperature: 19 1o 46°C « A safety device may work to stop the

. o operation.
cooL :ngoorherggirtat‘ure. ;g;o r?:ixo « Condensation may accur on the indoor
ncoor hurmidily: ¢ ’ unit and drip.

Outdaor temperature: 19 to 46°C « A safety device may work to stop the

R a operation,
DRY :ngom; thefrr;;?sirtat_ure. ;guﬁo riixc « Condensation may occur on the indoor
ndoorhu ¥ ? ’ unit and drip.

@ Operation outside this humidity or temperature range may
cause a safety device to disable the system.




| COOL/FAN Mode Operation

The air conditioner operates with the settings of your choice.
From the next time on, the air conditioner will operate with the same settings.

MODE
1 Press @& and select a mode. /’f

(h ON/OFF

» Each pressing of the button advances the
mode setting in sequence.

[—*@—’#—*é‘j OFF(%R(%

oM@ ON TIMER CANCEL

~i| Then OPERATION

H To stop: - gl| -

() ON/OFF

Press once again.

Then OPERATION lamp goes off.

(Notes on DRY mode operation)

@ This operation dehumidifies the indoor air when it is humid.

17



B To change the temperature setting:
/

DRY or FAN mode COOL mode

Press & to raise the temperature and press

DOWN up

v to lower the temperature.

The temperature set-

ting is not variable. Set to the temperature you like.
®
N
'- % @ RO
L fc z
. | C
B To change the air flow rate setling: 1
S FAN -
Press (720 E
| =5
(" DRY mode COOL or FAN mode h oE
) jOR
The air flow rate Five levels of air flow rate — S%
setting is not setting from “3” to “3" plus f___,. B
L variable. “i (2} are available. R ) 0=

@ At smaller air flow rates, the cooling effect is also smaller.

B To change the air flow direction:
(See page 19.)

18



djusting the Air Flow Direction

You can adjust the air flow direction to increase your comfort.

horizontal blade (flap)

G SWING

Press

« Every time the button is pressed, “(Z”
appears or disappears.

‘ = i ....... The flap automatically
- swings up and down.

’ ' ....... To stop the flap at an
angle you like, press

No display

—

b ONIQFF

aoa
000
TEMP eca | {
TIME [
@ A DOWN "
wr, W
Ty v/
‘: ‘QC up
OFF TIMER| @
o
MO ON TIMER CANCEL
S it
Sty @

(Notes on flap angles)

® The diffuser is kept open in
DRY, COOL or FAN mode.

_A—T———‘—-
DRY-COOL
FAN

— f?{) NOTE

Unless [SWING] is selected, you
should set the flap at a near-
horizontal angle in COOL or DRY
mode to obtain the best perfor-
mance.

AN J




Hold the knob and move the louvre,
(You will find a knob: on the left-end and the
right-end blades.)

- ATTENTION N

@ Always use a remote controiler to adjust the flap angle.
If you attempt to move it forcibly with hand when it is swinging, the mechanism may be broken.

@ Be careful when adjusting the louvre. Inside the air outlet, a fan is rotating at a high speed.

20.
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Operation

Timer functions are useful for automatically switching the air conditioner on or

off at night or in the morning. You can also use OFF TIMER and ON TIMER

in combination.

« Check that the clock is correct.
If not, set the clock to the present time. (See page 15.)

1 OFF TIMER

Press while the air condi-

AM

T g i
-7t is displayed.

|
L
@~ flashes.

COWN

' until the time setting

2 Press ‘

reaches the point you like.

@ Every pressing of either button increases or
decreases the time setting by ten minutes.
Holding down either button changes the
setting rapidly.

OFF TIMER

Press once again.

3

e o 0O
| O B
CN/OFF

O

Then the TIMER lamp lights up.

B To cancel the timer:

CANCEL

O

Press

Then the TIMER lamp goes off.

() ON/OFF

(Notes on OFF TIMER)

(Notes on ON,OFF TIMER)

@ When the OFF TIMER is set, the air
conditioner automatically adjusts the
temperature setting (0.5°C up in COOL) to
prevent excessive cooling for your
pleasant sleep.

21

® When ON TIMER is set, the present time
is'not displayed.

@ Once you set ON, OFF TIMER, the time
setting is kept in the memory. {The
memory is canceled when remote
controller batteries are replaced.)




_ON TIMER operation
« Check that the clock is correct.
If not, set the clock to the present time. (See page 13.)

ON TIMER . . .
1 Press (o while the air condi- /‘/—‘\/’
& ON/OFF |

tioner is not operating.

- 600
M Ty TEMP coo il
AN ; TIME [
AT = @?3 "t bt is displayed. /\ somn L}
l_l L ®-| flashes. 2 'l__‘g
up ; ;

2 Press ‘? until the time setting OFFT&EQ ®
-

reaches the point you like. w o || onmwen cancer
@ Every pressing of either button increases or

decreases the time setting by ten minutes.
Holding down either button changes the

setting rapidly.

ON TIMER ] ]
Press @@ once agan. g
— ——— G SWING

- <> POWERFLL

— - q J O
- r't® ']l é T
’I'!..I ".t | @

Then the TIMER lamp lights up.

B To cancel the timer: |
__

CANCEL

Press ©

Then the TIMER lamp goes off.

o
RS,
IS
| .
9]
o
O
L
)
E
E_

Combining ON TIMER and OFF TIMER
C : D — ATTENTION —
@ A sample setting for combining the two timers
is shown below. ) .
's shown below E In the following cases, set the timer
(Example) w00 again.
Present time: 11:00 PM Seri™ @ After a breaker has turned OFF.
g:,f #TJ;:E;S”{?S . |- A:\‘A" . u@!)‘-'l ® After a power failure.
ON TIMER at 7:00 a.m. )Combmed T @ After replacing batteries in the remote
f-LiLg controller.
\. _J
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'POWERFUL Operation

POWERFUL operation quickly maximizes the cooling effect in any operation
mode. You can get the maximum capacity with a touch of a button.

@® Pressing the (POWERFUL) button during
operation starts POWERFUL operation.

@® POWERFUL operation ends in 20
minutes. Then the system automatically
operates again with the settings which
were used before POWERFUL operation.

$> POWERAIL
Press @&m) -

& [

B To cancel POWERFUL
operation:

<32 POMERFLL
Press (@@ -

———\Y

(O ON/OFF

(Notes on POWERFUL operation)

@ in COOL mode
To maximize the cooling effect, the temperature
setting is fixed to 18°C and the air flow rate is fixed
to the maximum setting.
The temperature and air flow settings are not
variable,

@ in DRY mode
The temperature setting is lowered by 3°C and the
air flow rate is slightly increased.

23

@ [n FAN made
The: air flow rate is fixed to the maximum setting.



Care and Cleaning

/I\ CAUTION
| Before cleaning, be sure to stop the operation and turn the breaker OFF.J

~—— Cleaning the air filters (itis recommended to clean them every two weeks.) ————

Clean the air filters,
when CLEANING lamp lights up.

-0

E

Push CLEANING LAMP RE-
SET button.
CAUTION!

® Hold the grille by the tabs on the (See page 8.) -
two sides and lift it until it stops with WIRING BETWEEN INDOOR

a click. (about 60°) UNIT AND OGTDOOR UNIF
SHOULD BE CONKECTED
TO SAME NUMBER ON THE

TERMINAL BLOCK

1 Open the front grille.

CLEANING
LAMP

i
RE&]SET

Pull out the air Take off the air Set the air purify-
3 filters. 4 purifying filters 5 ing filters and the
and clean them. air filters as they

were and close

the front grille.

T pason
L

® Push a little upwards

the tab at the center
of each air filter, then
pull it down.

® Wash them with water, or clean
them with a vacuum cleaner.

@ |If the dust does not come off
easily, wash them with neutral
detergent thinned with lukewarm

insert claws of the filters
into slots of the front panel.
The front grille should lock
at both sides and at the

. two points in the middle.
water, then dry them up in the Push the grille at the 4

shade. points indicated by ¥.

@ In a dusty environment, clean the air fitters @ Operation with dusty air filters lowers the
at least once in every two weeks even cooling capacity and wastes energy.
before the CLEANING lamp lights up.

POWERFUL Operation

o
£
c
!
2
O
o
=
©
®
L .
B
&)
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and Cleaning

— Cleaning the indoor and outdoor units and the remote controller ——
@ Wipe them with dry soft cloth.

For cleaning, do not use water hotter than 40°C, benzine, gasoline, thinner, nor

other volatile oils, polishing compound, scrubbing brushes nor other hard stuff.
\. _J

- Replacing air purifying filters (itis recommended to replace them every three months.,) ———

@ Air purifying filters need to be replaced regularly.

Open the front grille and Take off the air cleaning
pult out the air filters. filters.

Air purifying filter

frame
FJ:“J"
?\L
Detach the filter element and ® Hold the recessed parts of the
attach a new one. frame and unhook the four ciaws.

4 Attach the air purifying filter.

5 Set the air filters as they were
and close the front grille.

(Push the grille at the 4 points, two at both sides
and two in the middle.)

NOTE N

ltem Part No.

@ To order air purifying filters, contact the service

shop where you bought the air conditioner Air purifying fitter
@® Once the air purifying filter element gets dirty, it (Framed type) KAF918A41

. 2 pieces, 1 set

is not reusable but must be thrown away.
@ Operation with dirty air purifying filters: Air purifying fitter

¢ cannot clean the air. (No frame) KAFQ18A42

4 pieces, 2 sets

= results in poor cooling.

s may cause odour.
" y y

25




~—— Cleaning the front grille You may remove the front grille for cleaning.  —————

—— /\\ cAUTION \

@ When removing or attaching the front grille, use a robust and stable stool and watch your
steps carefully.
@ \When removing or attaching the front grille, support the grille securely with hand to prevent

it from faliing.

@ For cleaning, do not use water hotter than 40°C, benzine, gasoline, thinner, nor other
volatile oils, polishing compound, scrubbing brushes nor other hard stuif.

@ After cleaning, make sure that the front grille is securely fixed.

- J
1 Open the front grille. 2 Remove the front grille.
@ Hold the grille by the tabs on the @ Supporting the front grile with.o‘ne
two sides and lift it until it stops hand, release the lock by sliding
with a click. down the knob with the other hand.

@ To remove the front grille, pull it
toward yourself with both hands.

P aam
v

3 Clean the front grille.

@ You may wipe it with a soft cloth soaked in water.

® Only neutral detergent may be used.

® You may wash the grille with water. After
washing, dry it with cloth, then dry it up in the
shade.

Fit the key
into the slot.

4 Attach the front grille.

@ Set the 3 keys of the front grille into the slots
and push them in all the way.

@® Supporting the front grille with one hand, fit the
lock by sliding up the knob with the other hand.

@ Close the front grille slowly in this state.
(Push the grille at the 4 points, two at both sides
and two in the middle.)

Slide up the knob.

HPRRR R,
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and Cleaning

Check

Check that the base, stand and other
fittings of the outdoor unit are not
decayed or corroded.

~

Check that the earth wire is not
disconnected or broken.

2

f\ff’,};\

Check that nothing blocks the air
inlets and the outlets of the indoor
unit and the outdoor unit.

Check that the drain
comes smoothly out of
the drain hose during
COOL or DRY opera-

pen

tion. .
\: @ If no drain water is seen, water may be
\\ leaking from the indoor unit. Stop operation
and consult the service shop if this is the case.
J
—~— Before a long idle period

controller,

(D Operate the fan alone for several hours on a fine day to dry out the inside.

@ Clean the air filters and set them again.
(® Take out batteries from the remote controller.

@ Turn OFF the breaker for the room air conditioner.
@ The air conditioner consumes 15 watts of electricity even when it is stopped with the remote

\ .

/
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[rouble Shooting (e ™ ™
g troubles.
The following cases are not air conditioner troubles but have
some reasons. You may just continue using it.
( Case ) (__Explanation )
a ™\
Operation does not
start soon. @ This is to protect the air
@ When ON/OFF button conditioner.
was pressed soon after You should wait for about 3
operation was stopped. minutes.
@ When the mode was re-
selected.
L S
. Y
The air conditioner | A flowing sound:
emits sounds. OThis' is }he soqnd oflrlefr%gerant gas
flowing in the air conditioner.
i ‘_._:,__“.-j.‘p_ﬁ B A snap sound:
{ === "t @ This is a sound produced when the
Jj indoor unit casing shrinks or expands
sfightly due to temperature changes.
H A “plop-plop” sound:
® This is a sound heard from the air o
conditioner when a ventilator is =
operated in a closed space. Open a &
window or stop the ventilator. 8-
\ /g
&
. 4 1 ¢
The outdoor unit {? () A S
. L ¢
| emits water. Vi S
| s wat S ® In COOL or DRY mode
N @ Moisture in the air condenses into
water on the cool surface of outdoor
unit piping and drips.
. J
i © .
250
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( Case

)

ouble Shooting

These cases are not
troubles.

Explanation )

Mists come out of the indoor unit.

.

@ This happens when the air in the
room is cooled into mist by the
cold air flow during cooling
operation.

_J

The indoor unit

gives outodour. [T=r\ ==
— 0= CFREEN
Vi

@ This happens when smells of the

room, furniture, or cigarettes are
absorbed into the unit and
discharged with the air flow.
(If this happens, we recommend
you to have the indoor unit washed
by a technician. Consult the service
shop where you bought the air
conditioner.)

The outdoor fan rotates
while the air conditioner is »
not in operation. 3

e ) |

A:\)’,P\A v

-
<
s

N

M After operation is stopped:

® The outdoor fan continues
rotating for another 30 sec-
onds for system protection.

B While the air conditioner is not in
operation:

@ When the outdoor temperaiure
is very high, the outdoor fan
starts rotating for system
protection.

The operation stop-
ped suddenly.
(OPERATION
is on)

lamp

Ve

@ For system protection, the air
conditioner may stop operating
on a sudden large voltage
fluctuation. It automatically re-
sumes operation in about 3
minutes.
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rOUble ShOOting Check again

Please check again before calling a repair person.

(. Case )
The air conditioner does not
operate.

(OPERATION lamp is off)

Cooling effect is
poor.

Operation stops suddenly.
(OPERATION lamp fiashes.)

[

Silenee

An abnormal functioning happens
during operation.

f———Jbﬂ

( Check )

@ Are the air filters clean?

@ Is there anything to block the air
inlet or the outlet of the indoor and
the outdoor units?

Clean the air filters or take all obstacles
away and turn the breaker OFF. Then turn
it ON again and try operating the air
conditioner with the remcte controller. if
the lamp still flashes, call the service shap
whera you bought the air conditioner,

.

- N

@ Hasn't a breaker turned OFF or
a fuse blown?

@ Isn'tit a power failure?

@ Are batteries set in the remote
controller?

® |s the address switch in the
remote controller set correctly?
(See page 11.)

@ |s the timer setting correct?

\ J
4 _ ™

@® Are the air filters clean?

@ is there anything to block the air
inlet or the outlet of the indoor
and the outdoor units?

@ |s the iemperature setling ap-
propriate?

@® Are the windows and doors
closed?

@® Are the air flow rate and the air
direction set appropriately?

@ Isn’t a ventilator operating?

\. J
4 A

f

® The air conditioner may mal-
function with lightening or radio
waves. Turn the breaker OFF,
turn it ON again and fry
operating the air conditioner with
the remote controller.
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Shooting e seriessnor

—— /I\ WARNING \

B When an abnormality (such as a burning smeli) occurs, stop operation
and turn the breaker OFF.
Continued operation in an abnormal condition may result in troubles, electric

shocks or fire.
Consuit the service shop where you bought the air conditioner.

B Do not attempt to repair or modify the air conditioner by yourself.
Incorrect work may result in electric shocks or fire.

Consult the service shop where you bought the air conditioner.
\ v

If one of the following symptoms takes place, call the service shop

immediately.
- N
B The power cord is abnormally |
hot or damaged.
B An abnormal sound is heard
during operation. Turn the breaker OFF
B The safety breaker, a fuse, or the and call the service shop.

earth leakage breaker cuts off
the operation frequently.

E A switch or a button often fails
to work properly.

M There is a burning smell.

B Water leaks from the indoor unit.

\- v
' ' Y
B After a power failure B Lightening
The air conditioner automatically re- If lightening may strike the neighbouring
sumes operation in about three area, stop operation and turn the
minutes. You should just wait for a breaker OFF for system protection.
while.
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[ We recommend periodical maintenance

In certain operating conditions, the inside of the air conditioner may get foul after several
seasons of use, resulting in poor performance. It is recommended to have periodical
maintenance by a specialist aside from regular cleaning by the user. For specialist
maintenance, contact the service shop where you bought the air conditioner.

The maintenance cost must be born by the user.
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